RadioShack(s 


Cat. No. 15-1853 


Indoor AM Loop Antenna 

Your RadioShack Indoor AM Loop Antenna helps any AM 
radio with a built-in antenna receive AM radio stations 
more clearly in most listening locations. Great for areas 
where AM radio reception is weak, the antenna’s circuitry 
works with your AM radio’s built-in antenna to allow quality 
reception of strong signals and improved reception of 
weak signals. 

Note: For indoor use only. 

BEFORE YOU BEGIN 

Be sure to remove the antenna and the supplied antenna 
cable before you store or dispose of the packing material. 

CHOOSING A LOCATION 

To get the best performance from your antenna, place it 
indoors as close to your AM radio as possible. For the 
best results, make sure the antenna is away from ob- 
structions such as metal cabinets or bookshelves. (High- 
er frequencies are noticeably affected by obstructions.) 
Do not place the antenna near any metal surface such as 
a refrigerator, a metal door or wall, or a water pipe hidden 
behind a wall. This greatly reduces the antenna’s ability 
to receive signals. 

PREPARATION 

You can connect the antenna directly to your AM radio or 
simply place the antenna next to the radio. 

To connect the antenna directly to an AM radio, connect 
the supplied antenna cable's Vs-inch (3.5-mm) plug to the 
jack on the back of the antenna. Then connect both of the 
antenna cable’s wires to the radio’s AM antenna termi- 
nals. 


Illustration: 

Rear view.. wire to receiver 
and binding posts (labeled) 


If your radio has no antenna terminal, simply place the 
antenna next to the radio. (You do not have to connect 
the antenna cable to the antenna or radio.) 


TUNING THE ANTENNA 

1 . Turn on your AM radio and tune it to the desired sta- 
tion (frequency). 

2. Rotate the antenna’s tuner to the same frequency. 
(The antenna’s tuner has frequency markings similar 
to your radio’s tuner). 


Illustration: 

Hand tuning the tuning knob 
on the antenna. 


Caution: The tuner’s range of movement is limited in 
each direction. Do not try to rotate the tuner farther in 
the same direction after it stops. 

3. Slowly move the antenna around your AM radio and 
place it in the spot where you receive the clearest 
sound. 

SPECIFICATIONS 

Reception AM 

Operating Band 530-1700 kHz 

Antenna Cable Length 3 Feet 

(0.91 m) 

Output Impedance 300 Ohms 

Dimensions (HWD) 9 V 2 ¥ 9V2¥ 2 V 2 Inches 

(243 ¥ 243 ¥ 64 mm) 

Weight 17.6 oz 

(499 g) 

Specifications are typical; individual units might vary. 

Specifications are subject to change and improvement 

without notice. 
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Limited Ninety-Day Warranty 

This product is warranted by RadioShack against manufacturing defects in materiai and workmanship under normal use for ninety (90) days from the 
date of purchase from RadioShack company-owned stores and authorized RadioShack franchisees and deaiers. EXCEPT AS PROVIDED HEREIN, 
RadioShack MAKES NO EXPRESS WARRANTIES AND ANY IMPLIED WARRANTIES, INCLUDING THOSE OF MERCHANTABILITY AND FIT- 
NESS FOR A PARTICULAR PURPOSE, ARE LIMITED IN DURATION TO THE DURATION OF THE WRITTEN LIMITED WARRANTIES CON- 
TAINED HEREIN. EXCEPT AS PROVIDED HEREIN, RadioShack SHALL HAVE NO LIABILITY OR RESPONSIBILITY TO CUSTOMER OR ANY 
OTHER PERSON OR ENTITY WITH RESPECT TO ANY LIABILITY, LOSS OR DAMAGE CAUSED DIRECTLY OR INDIRECTLY BY USE OR PER- 
FORMANCE OF THE PRODUCT OR ARISING OUT OF ANY BREACH OF THIS WARRANTY, INCLUDING, BUT NOT LIMITED TO, ANY DAM- 
AGES RESULTING FROM INCONVENIENCE, LOSS OF TIME, DATA, PROPERTY, REVENUE, OR PROFIT OR ANY INDIRECT, SPECIAL, 
INCIDENTAL, OR CONSEQUENTIAL DAMAGES, EVEN IF RadioShack HAS BEEN ADVISED OF THE POSSIBILITY OF SUCH DAMAGES. 

Some states do not allow the limitations on how long an Implied warranty lasts or the exclusion of incidental or consequential damages, so the above 
limitations or exclusions may not apply to you. 

In the event of a product defect during the warranty period, take the product and the RadioShack sales receipt as proof of purchase date to any Ra- 
dioShack store. RadioShack will, at its option, unless otherwise provided by law: (a) correct the defect by product repair without charge for parts and 
labor; (b) replace the product with one of the same or similar design; or (c) refund the purchase price. All replaced parts and products, and products 
on which a refund is made, become the property of RadioShack. New or reconditioned parts and products may be used in the performance of war- 
ranty service. Repaired or replaced parts and products are warranted for the remainder of the original warranty period. You will be charged for repair 
or replacement of the product made after the expiration of the warranty period. 

This warranty does not cover: (a) damage or failure caused by or attributable to acts of God, abuse, accident, misuse, improper or abnormal usage, 
failure to follow instructions, improper installation or maintenance, alteration, lightning or other incidence of excess voltage or current; (b) any repairs 
other than those provided by a RadioShack Authorized Service Facility; (c) consumables such as fuses or batteries; (d) cosmetic damage; (e) trans- 
portation, shipping or insurance costs; or (f) costs of product removal, installation, set-up service adjustment or reinstallation. 

This warranty gives you specific legal rights, and you may also have other rights which vary from state to state. 
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